
  CAMERA IP BULLET 4MP 2.8MM
IR30M WIFI

Pret:  56763 RON (fara TVA) 

Disponibilitate: Comanda speciala

Descriere

Camera supraveghere Hikvision WIFI IP bullet DS-2CV2041G2-IDW(2.8MM)(W); 4 MP, WIFI
2.4G cu 2 antene, distanta in camp deschis 120metri, microfon si speaker incorporate, audio
bidirectional, 1/2.7 Progressive Scan 4MP CMOS, rezolutie: 2560 × 1440@25fps, iluminare:
Color: 0.009 Lux @ (F1.6, AGC ON), 0 Lux with IR, lentila fixa: 2.8mm, unghi vizualizare:
horizontal FOV: 97°, vertical FOV: 52°, diagonal FOV: 114°, distanta IR: 30metri, 120 dB
WDR/ICR Cut/BLC/HLC/3D DNR, slot micro SD/SDHC/SDXC slot, pana la 256 GB, interfata
retea: 1 RJ45 10M/100M self-adaptive Ethernet port, alimentare: 12 VDC, IP66, temperatura de
functionare: -30 °C to 60 °C , dimensiuni: 175.6× 73.0 × 89.1 mm, greutate: 450 g soft client:
Wired network: Hik-Connect, iVMS-4200, Wi-Fi: iVMS-4200, conectarea directa cu Hik-Connect
nu este posibila
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