CAMERA IP DOME 4MP 2.8MM IR30M

B0 Pret: 575'° RON (fara TVA)

HIKVISION

Disponibilitate: Comanda speciala

Descriere

Camera supraveghere Hikvision IP dome DS-2CD1143G2-IUF(2.8mm)C, 4MP, senzor: 1/3
progressive scan CMOS, rezolutie: 2560 1440@20 fps, iluminare: Color: 0.01 Lux @(F2.0, AGC
ON), B/W: 0 Lux cu IR, lentila: 2.8mm,EXIR 2.0, distanta IR: 30m, 120 dB WDR/BLC/3D DNR/IR
cut filter, Triple stream, interfata retea: 1 RJ45 10 M/100 M self-adaptive, compresie: H.265+,
microfon inclus, slot card de memorie: microSD/microSDHC/microSDXC card, up to 256 GB,
alimentare: 12 VDC si PoE, IP67, IK10, temperatura de functionare: -30 C la 60 C, dimensiuni:
121.4 mm 92.2 mm, greutate: 550 g. Accesorii optionale: DS-12597J, DS-12582J, DS-1280ZJ-
DM18, DS-12752J-SUS, DS-1272Z7J-110B, DS-12762J-SUS, DS-12722J-110, DS-12502J,
DS-1271ZJ-110
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