
  CAMERA MINI DOME IP 4MP 2.8MM
30M MIC

Pret:  111324 RON (fara TVA) 

Disponibilitate: Comanda speciala

Descriere

Camera supraveghere Hikvision IP mini dome DS-2CD2543G2-IWS(2.8mm), 4MP, Acusens -
filtrarea alarmelor false dupa corpul uman si masini, microfon audio, senzor 1/3 Progressive
Scan CMOS, rezolutie 2688 × 1520@30fps, iluminare Color: 0.005 Lux @ (F1.6, AGC ON),
B/W: 0 Lux cu IR, lentila 2.8mm, distanta IR 30m, 120 dB WDR,IR cut filter,BLC, HLC, 3D DNR,
Smart feature: face detection, line crossing detection, intrusion detection, support alarm
triggering by specified target types (human and vehicle), triple streams, Built-in
Microphone,Realizing Wi-Fi connection and easy installation, audio: 1in/1out, alarme: 1in/1out,
slot micro SD card, pana la 256 GB, retea 1 RJ45 10 M/100 M self-adaptive, alimentare 12 VDC
si PoE, IP67,IK8, temperatura de functionare -30 °C la 60 °C, dimensiuni Ø 110 mm × 57.4
mm, greutate 380 g. Accesorii optionale: DS- 1272ZJ-120, DS-1280ZJ-DM46, DS-1275ZJ-
SUS,DS-1272ZJ-120B,DS-1276ZJ- SUS,DS-1271ZJ-120
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