CAMERA WIFI IP BULLET 2MP 2.8MM
IR30M

Pret: 830% RON (fara TVA)

Disponibilitate: Comanda speciala

HIKVISIO { 1Y

Descriere

Camera supraveghere Hikvision WIFI IP DS-2CV2026G0-IDW(2.8MM)D 2 MP Outdoor
AcuSense, Image Sensor 1/2.8 Progressive Scan CMOS, Wide Dynamic Range 120 dB, Lens
Type & FOV 2.8 mm, horizontal FOV: 101 °, vertical FOV: 54 ° ,diagonal FOV: 119°; IR Up to 30
m, Wireless Range Up to 120 m, Image Enhancement BLC, HLC, 3D DNR, Communication
Interface 1 RJ45 10M/100M self-adaptive Ethernet port,On-board Storage Built-in micro
SD/SDHC/SDXC slot, up to 256 GB, Smart Event Intrusion detection, line crossing detection,
region entrance detection, region exiting detection, General Function:One-key reset, anti-flicker,
heartbeat, mirror, password protection, watermark, |IP address filter, flash log, pixel
counter,Storage Conditions -30 °C to 60 °C, Dimension 175.6x 73.0 x89.1mm,Weight Approx.
450 g, Ingress protection: IP66.
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